20080220.ba v04_n148.bam. 20080220 


>From ???@??? Tue Feb 19 23:21:04 2008 -0500 

Date: Wed, 20 Feb 2008 05:20:25 GMT 

From: Old Tube Radios <boatanchors@theporch. com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 4148 

Message-Id: <20080220052026.1958D4701BB@srvxr1.theporch. com> 


BOATANCHORS Digest 4148 
Topics covered in this issue include: 


1) Re: What are the best B/A handtools? 
by "Arden Allen" <gumbear@pacbell.net> 
2) RE: What are the best B/A handtools? 
by RICHARD SOLOMON <wiksz@q.com> 
3) RE: AR 88LF 
by "Brian Goldsmith" <brian.goldsmith@echo1.com.au> 
4) Re: What are the best B/A handtools? 
by "Don Reaves" <donreaves@gmail .com> 
5) RE: National Radio "beam current" meter? 
by n6énae@ix.netcom.com 
6) What are the best B/A handtools? 
by wg davis <wgdavis@ipass.net> 
7) Re: ARC-5 Power 
by "JAMES HANLON" <knjhanlon@msn.com> 
8) AR 88LF thanks 
by "John Gillespie" <jgillespie@porchlight.ca> 
9) Stinky Xcelite screwdriver handles 
by Shriver <shriverl@comcast.net> 
10) Re: Stinky Xcelite screwdriver handles 
by "KODAN" <kQdan@comcast.net> 
11) Re: Stinky Xcelite screwdriver handles 
by "Sandy" <ebjxr37@charter.net> 
12) Re: Stinky Xcelite screwdriver handles 
by "rev. don" <w4bws@comcast.net> 
13) Re: Stinky Xcelite screwdriver handles 
by guillaume gagnon dugas <collins2@globetrotter.net> 
14) Re: ARC-5 Power 
by stuck in 50s <polepeeg@aa4rm.ba-watch.org> 
15) Re: ARC-5 Power 
by wb3fau@att.net 
16) RE: ARC-5 Power 
by "Dr. James C. Garland" <4cx250b@muohio.edu> 
17) FS: Unique Drake Service Information 
by Garey Barrell <k4oah@mindspring.com> 
18) Re: Unique Drake Service Information 


by "David Stinson" <arc5@ix.netcom.com> 
19) Re: Stinky Xcelite screwdriver handles 
by "Ray Cote" <rjcote@hawaii.rr.com> 
20) Galaxy Repair Help 
by Robert Kemp <bkemp@bobkemp.com> 
21) 28.5 mhz crystal needed 
by Robert Kemp <bkemp@bobkemp. com> 
22) Bama johnson Valiant 
by "RICHARD GEORGE" <k6kwq@msn.com> 
23) RE: Bama johnson Valiant 
by "Brian Goldsmith" <brian.goldsmith@echo1.com.au> 


Message-ID: <0Q07£01c86df4$defOa5e0$df£9L480c@KB6NAX> 
From: "Arden Allen" <gumbear@pacbell.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: What are the best B/A handtools? 
Date: Tue, 12 Feb 2008 19:59:40 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="Windows-1252" 
Content-Transfer-Encoding: 7bit 


ergonimic - ergonomic 
Whatever..... 


Arden Allen 
KB6NAX 


Message-ID: <BAY130-W31AB8668086138C6E6EE5AE0240@phx. gb1> 

Content-Type: multipart/alternative; 
boundary="_f5e4d1f6-7£19-4d8d-89cc -4430814f£d076_" 

From: RICHARD SOLOMON <wiksz@q.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: RE: What are the best B/A handtools? 

Date: Wed, 13 Feb 2008 04:10:56 +0000 

MIME-Version: 1.0 


--_f5e4d1f£6-7£19-4d8d-89cc -4430814fd076_ 
Content-Type: text/plain; charset="iso-8859-1" 
Content-Transfer-Encoding: quoted-printable 


Sometimes the best tool I have found is a 5i# sledge. Just the thing for 
fixing those old CB radios !! 

=20 

73, Dick, W1KSZ 


> From: gumbear@pacbell.net> To: boatanchors@theporch.com> Subject: Re: Wha= 
t are the best B/A handtools?> Date: Tue, 12 Feb 2008 19:59:40 -0800> > erg= 
onimic - ergonomic> > Whatever..... > > Arden Allen> KB6NAX> = 


--_f5e4d1f6-7£19-4d8d-89cc-4430814fd076_ 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK KK KK KR KK KKK KK KKK KKK KK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK RK KK KK KK KKK KK KK KK KKK KKK KK 


+ + + FF OF 
+ FF FF OF 


--_f5e4d1f6-7f19-4d8d-89cc-4430814fd076_- - 


From: "Brian Goldsmith" <brian.goldsmith@echo1.com.au> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: AR 88LF 
Date: Wed, 13 Feb 2008 15:35:46 +1100 
Message-ID: <001501c86df£9$e70dba60$0200a8cO@pcbriang> 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


Hi Guys 

Heres a question: I have an AR 88LF that has four holes in the front 
panel for a small brass plate 1.35" high X 3" long. Were these radios 
issued with a brass plate on the front panel when used in the military? 
thanks john 


xxkkxxk AS they say in the real estate game, location, location? 
Also,you might like to ask on the RCA list: - 


rca@mailman.qth.net 


Brian Goldsmith 


Message-ID: <4bc9f£60a0802122345h784b6dc90525a1a0eb8eae6a8@mail . gmail.com> 
Date: Wed, 13 Feb 2008 01:45:30 -0600 

From: "Don Reaves" <donreaves@gmail .com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: What are the best B/A handtools? 

MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 

Content-Transfer-Encoding: 7bit 

Content-Disposition: inline 


On a related note, most of my older plastic handle Xcelite tools 
stink, like body odor. It's the plastic handle outgassing, I suppose. 
No amount of cleaning seems to cure the problem. A toolbox full of 
these, especially the yellow handle ones, becomes a stink bomb after a 

while. 


I'll have to check out the Hakko. I really liked my Denon SC-7000 
desoldering tool, until I knocked it off the workbench and shattered 
the ceramic heat shield and heating element, then subsequently found 
the manufacturer has closed its US sales offices. In other words, no 
place to get replacement parts. It sure made desoldering boatanchor 
parts a breeze. Unlike a Weller soldering gun, it can't survive a 
trip to concrete floor and keep on ticking. 


Don W50R else 


Message-ID: <25858429.1202920508358. JavaMail. root@elwamui- 
royal.atl.sa.earthlink.net> 

Date: Wed, 13 Feb 2008 08:35:08 -0800 (GMT-08:00) 

From: n6énae@ix.netcom.com 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: RE: National Radio "beam current" meter? 
Mime-Version: 1.0 

Content-Type: text/plain; charset=UTF-8 
Content-Transfer-Encoding: 7bit 


Got a picture of it? How high does it read? Beam current is certainly used in 
klystrons and IOTs. Could be other places I'm not familiar with. They're on all 
my UHF TV transmitters that use IOTs. They read to 4 amps. How about a final 
that draws 2.2 amps at 35 KV? Glad I don't have to pay the electric bill. 
Richard 


Message-Id: <6.2.3.4.2.20080213115443 .045e0c80@mail.ipass.net> 


Date: Wed, 13 Feb 2008 12:00:46 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: wg davis <wgdavis@ipass.net> 

Subject: What are the best B/A handtools? 

Mime-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="=====================_829787265==.ALT" 


Content-Type: text/plain; charset="us-ascii"; format=flowed 


Hi Dick, 
Does the following statement also go for my Tram D201 and 
Tram D201A or my Golden Eagle Mark III?? 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKAKK 
>Sometimes the best tool I have found is a 5i# sledge. Just the thing for 
>fixing those old CB radios !! 

> 

>73, Dick, W1KSZ 


CU Later, 73 WG 


WG Davis / K4WGD 

wgdavis@ipass.net 

Johnston Co., N.C. 
- -SSsssssssssssss====== _ 829787265==. ALT 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KK KK KKK KK KKK KK KKK KKK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KKK KK KR KK KKK KK KKK KK KKK KKK KK 


+t + + + + F 
+t + + + OF 


- -SSSSSSSSSSSSS========_829787265==.ALT-- 


Message-ID: <BAY110-DAV49366494F1111E531B4A1A0240@phx. gb1> 
From: "JAMES HANLON" <knjhanlon@msn.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: ARC-5 Power 


Date: Wed, 13 Feb 2008 10:59:09 -0700 

MIME-Version: 1.0 

Content-Type: text/plain; 
charset="iso-8859-1" 

Content-Transfer-Encoding: 7bit 


A 1625 is just an 807 with a 12.6 volt filament and a 7 pin base. As such, 
with 750 volts on the plate, a pair can run as much as 150 watts CW input. 
The 807 and 1625 are rated to 30 watts plate dissipation, 60 watts for the 
pair. So running 90 watts input should not bother them as long as the power 
output is 30 watts or more under those conditions. 


I've never bothered to measure the grid drive level to the 1625's ina 
Command transmitter, but I suspect that it may not be up to the 7 ma that 
the pair would like to see for a full, 150 watts input. Since, as Jerry 
points out, the original intent for the Command Set was only 24 watts on CW, 
the designers may have cut back on the grid drive as well so as not to load 
the 1626 oscillator too heavily. 


In my experience, the limiting factor for power output may well be chirp. 

My 40 meter BC459 with 485 volts on the 1625 plates typically runs 175 ma 
plate current to the 1625's (85 watts input) and puts out about 27 watts 
into my Heathkit Cantenna. My CBY 52209 (Navy BC457 pulled down into 80 
meters) runs 140 ma (68 watts input) and puts out about 20 watts. Those are 
both a good bit less than you would normally expect of a well designed Class 
C stage, so that's why I suspect the grid drive to the tubes is low. I 
usually have to adjust the loading on the BC459 to minimize chirp. The CBY 
doesn't chirp no matter what I do to it. I key regulated 250 volts to the 
oscillator plate and final screen by the way. 


As to the question of what load impedance the Command Sets were designed 
for, other than saying that they were designed to load into a trailing wire 
antenna via that loading coil, that question is kind of a non-starter. For 
ham use, the swinging link inside the final amp plate coil is a fine way to 
adjust the loading. If you are not able to achieve sufficient loading with 
the link as it stands, there is a metal stop on the gear wheel used to drive 
the link that can be filed off so that the link will swing further in line 
with the coil. If that is still not enough, just wind a few fixed turns 
around the plate coil and put them in series with the swinging link. 


Jim Hanlon, W8KGI 
Jerry Proc wrote: 
> In the Surplus Conversion Handbook (1964) by Tom 


> Kneitel, he says the ARC-5 can have 90 watts input. 
> That seems awfully high to apply to a pair of 1625's. 


Message-ID: <0Q04b01c86e73$77227360$4130bb40@k9a1e1> 
From: "John Gillespie" <jgillespie@porchlight.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: AR 88LF thanks 
Date: Wed, 13 Feb 2008 14:05:56 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="Windows-1252" 
Content-Transfer-Encoding: 7bit 


Thanks for the feedback on the AR 88LF badged for military use. Does anyone 
know what would be written on the badge? Or could anyone send a jpeg I 
could use to make up a transfer? I made up a brass plate for it yesterday. 
Boy does it sound beautiful playing, the audio is exquisit.... john 


Message-ID: <47B3AADE.5030806@comcast.net> 

Date: Wed, 13 Feb 2008 21:43:42 -0500 

From: Shriver <shriver1@comcast.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: donreaves@gmail.com 

Subject: Stinky Xcelite screwdriver handles 

Content-Type: text/plain; charset=ISO-8859-1; format=flowed 
Content-Transfer-Encoding: 7bit 


The smell of the Xcelite screwdriver handles is because they are made of 
a plastic known as cellulose butyrate. One of the components of that is 
butyric acid, which is the stench of rancid butter and vomit. So that's 
why they smell, decomposition. 


I've smelled real butyric acid, and oh my god does it stink to high 
heaven. (My high school chemistry teacher used some to punish some 
after-hours users of his classroom who left it a mess. Whole wing of 
the school stunk for weeks. PU!) 


I have a small Xcelite toolkit in a blow-molded case. We call it the 
"baby vomit toolkit." 


Message-ID: <0Q0e701c86eb6$5feba0c0$6601a8cO@KODAN> 
From: "KODAN" <kOdan@comcast.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: <donreaves@gmail .com> 

Subject: Re: Stinky Xcelite screwdriver handles 
Date: Wed, 13 Feb 2008 21:04:49 -0600 


MIME-Version: 1.0 

Content-Type: text/plain; 
format=flowed; 
charset="is0-8859-1"; 
reply-type=response 

Content-Transfer-Encoding: 7bit 


I'm glad somebody finally broke the ice on this topic! I have an old Xcelite 
nut driver kit. It is excellent, great ergonomic tools, nicely machined, 
about 8 or 10 different sizes, and it even has a "torque multiplier" handle 
which make these nut drivers very handy. I've had them probably 30 years and 
am too cheap to replace them with anything else. Unfortunately, every time I 
open the case, they smell like dog puke. So do my hands after I use them. 
But they do a good job, and the stink washes off. And I remain too cheap to 
toss them. Woof. 


Cellulose butyrate, eh? Glad that stuff is not used with drinking glasses! 


aia Se Original Message ----- 

From: "Shriver" <shriverl@comcast.net> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Cc: <donreaves@gmail .com> 

Sent: Wednesday, February 13, 2008 8:43 PM 
Subject: Stinky Xcelite screwdriver handles 


The smell of the Xcelite screwdriver handles is because they are made of a 
plastic known as cellulose butyrate. One of the components of that is 
butyric acid, which is the stench of rancid butter and vomit. So that's 
why they smell, decomposition. 


I've smelled real butyric acid, and oh my god does it stink to high 
heaven. (My high school chemistry teacher used some to punish some 
after-hours users of his classroom who left it a mess. Whole wing of the 
school stunk for weeks. PU!) 


I have a small Xcelite toolkit in a blow-molded case. We call it the 
"baby vomit toolkit." 


VV VV VV VV VV VV VV 


Message-ID: <009301c86eb8$0a225880$b7dabe42@gateway> 
From: "Sandy" <ebjr37@charter.net> 


To: Old Tube Radios <boatanchors@theporch.com> 
Cc: <donreaves@gmail.com> 
Subject: Re: Stinky Xcelite screwdriver handles 
Date: Wed, 13 Feb 2008 21:16:49 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 

format=flowed; 

charset="iso-8859-1"; 

reply-type=response 
Content-Transfer-Encoding: 7bit 


I always thought that Xcelite handle smell reminded me of a VERY funky 
locker room! I bought a used car (Nissan Sentra) from a single guy once 
that was a runner and "gym freak". The inside of the car had that funky 
"locker room" smell. Old tobacco odor isn't that objectionable! It only 
came out when the car was sitting in the sun with windows rolled up. 
Eventually, after I aired it out several times all day, the smell didn't 
come back. 

Xcelite screwdriver handles aren't the only one that do that, but they seem 
to "stink" the most in a closed toolbox that isn't used a whole lot. 


13% 


Sandy W5TVW 

aos Original Message ----- 

From: "KODAN" <kOdan@comcast.net> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Cc: <donreaves@gmail.com> 

Sent: Wednesday, February 13, 2008 9:04 PM 
Subject: Re: Stinky Xcelite screwdriver handles 


> I'm glad somebody finally broke the ice on this topic! I have an old 

> Xcelite nut driver kit. It is excellent, great ergonomic tools, nicely 

> machined, about 8 or 10 different sizes, and it even has a "torque 

> multiplier" handle which make these nut drivers very handy. I've had them 

> probably 30 years and am too cheap to replace them with anything else. 

> Unfortunately, every time I open the case, they smell like dog puke. So do 
> my hands after I use them. But they do a good job, and the stink washes 

> off. And I remain too cheap to toss them. Woof. 

> 

> Cellulose butyrate, eh? Glad that stuff is not used with drinking glasses! 
> 

> 73 

> Dan 

> KODAN 

> 


> From: "Shriver" <shriverl@comcast.net> 

> To: "Old Tube Radios" <boatanchors@theporch.com> 
> Cc: <donreaves@gmail.com> 

> Sent: Wednesday, February 13, 2008 8:43 PM 

> Subject: Stinky Xcelite screwdriver handles 


>> The smell of the Xcelite screwdriver handles is because they are made of 
>> a plastic known as cellulose butyrate. One of the components of that is 
>> butyric acid, which is the stench of rancid butter and vomit. So that's 
>> why they smell, decomposition. 


>> I've smelled real butyric acid, and oh my god does it stink to high 

>> heaven. (My high school chemistry teacher used some to punish some 

>> after-hours users of his classroom who left it a mess. Whole wing of the 
>> school stunk for weeks. PU!) 


>> I have a small Xcelite toolkit in a blow-molded case. We call it the 
>> "baby vomit toolkit." 


Checked by AVG Free Edition. Version: 7.5.516 / Virus Database: 


> 
> 

> 

> 

> No virus found in this incoming message. 

> 

> 269.20.4/1276 - Release Date: 2/13/2008 9:41 AM 
> 
> 


Message-ID: <5FDB5FE3EA9E4D8CA451E409C580D799@homepc> 
From: "rev. don" <w4bws@comcast.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: <donreaves@gmail .com> 
Subject: Re: Stinky Xcelite screwdriver handles 
Date: Thu, 14 Feb 2008 00:32:40 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 

format=flowed; 

charset="i1s0-8859-1"; 

reply-type=response 
Content-Transfer-Encoding: 7bit 


I have the Xcelite nut driver tool kit my parents bought me for Xmas in 1957 
in a roll up case. They do not smell but are not kept in a closed cabinet. I 
have enjoyed using them all these years, a great product. 


Don W4BWS 

sees Original Message ----- 

From: "Shriver" <shriveri@comcast.net> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Cc: <donreaves@gmail.com> 

Sent: Wednesday, February 13, 2008 8:43 PM 
Subject: Stinky Xcelite screwdriver handles 


The smell of the Xcelite screwdriver handles is because they are made of a 
plastic known as cellulose butyrate. One of the components of that is 
butyric acid, which is the stench of rancid butter and vomit. So that's 
why they smell, decomposition. 


I've smelled real butyric acid, and oh my god does it stink to high 
heaven. (My high school chemistry teacher used some to punish some 
after-hours users of his classroom who left it a mess. Whole wing of the 
school stunk for weeks. PU!) 


I have a small Xcelite toolkit in a blow-molded case. We call it the 
"baby vomit toolkit." 


VVVV VV VV VV VV VV 


Date: Sat, 16 Feb 2008 01:26:41 -0500 

From: guillaume gagnon dugas <collins2@globetrotter.net> 

Subject: Re: Stinky Xcelite screwdriver handles 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: donreaves@gmail.com 

Message-id: <001601c87064$e544a1e0$6500a8c0@q¢529741f1d16a> 

MIME-version: 1.0 

Content-type: text/plain; format=flowed; charset=iso-8859-1; reply-type=response 
Content-transfer-encoding: 7BIT 


i have a lightalarms emergency light feeded with 3 6 volts gs portalac 
connected in parallel. there are 2 lamps. the leads connecting the lamps one 
black small copper wire for each lamp and a lot bigger white wire made of 
aluminium. why 2 different sizes and 2 different metal. any clue. 

luc ve2lgj 73 


Date: Sat, 16 Feb 2008 11:44:02 -0500 (EST) 

From: stuck in 50s <polepeeg@aa4rm.ba-watch.org> 

Message-Id: <200802161644 .m1GGi2QN009967@fracas.netboobie.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Subject: Re: ARC-5 Power 


On Feb 13, 2008 12:59 PM, JAMES HANLON <knjhanlon@msn.com> wrote: 


A 1625 is just an 807 with a 12.6 volt filament and a 7 pin base. As such, 
with 750 volts on the plate, a pair can run as much as 150 watts CW input. 
The 807 and 1625 are rated to 30 watts plate dissipation, 60 watts for the 
pair. So running 90 watts input should not bother them as long as the power 
output is 30 watts or more under those conditions. 


AMEN 


If you are not able to achieve sufficient loading with 

the link as it stands, there is a metal stop on the gear wheel used to drive 
the link that can be filed off so that the link will swing further in line 
with the coil. 


UGH 


If that is still not enough, just wind a few fixed turns 
around the plate coil and put them in series with the swinging link. 


NEAT 


Jim I think a 365pf BC variable between the link & the load is sensible. Tunes 
out link's inductive reactance. Idea mentioned as late as '60 ARRL hbk. 

I sure didn't know that as a kid when W8VFX ran 125 w. a BC459. Then 

I "converted" the thing to pi-net output 


So when you tune out Xl you should match best to a pure resistive load 
w/o match voltages going nuts... this means the loading coil shud 

be rolled to 0 inductance. Why? Because as used, the TX's antenna 

began in the plane at the push-connector on the set - not in a coax cable. 


Now DO NOTE the swinging link makes it possible to match a range 
of resistive loads, 50 ohms being "in there." 


I now have a box-stock TCS that observes these things & does well driving 
a SB200 w/o any in- or outside gizmos save the variable C between it & the 


Heath modern army green amp 


Marty 


From: wb3fau@att.net 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: stuck in 50s <polepeeg@aa4rm.ba-watch.org>, boatanchors@theporch.com 

Subject: Re: ARC-5 Power 

Date: Sat, 16 Feb 2008 21:00:20 +0000 

Message-Id: 

<021620082100 . 14276 .47B74EE400089B9E000037C422230647029B0A02D29B9BOEBFIADEOOCCODI9 
@att.net> 


1625- what a great bargain also. NOS surplus can be had for $4.50 ea. 


From: "Dr. James C. Garland" <4cx250b@muohio.edu> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: ARC-5 Power 
Date: Sat, 16 Feb 2008 15:05:33 -0700 
Message-ID: <0Q0£901c870e8$0fa7d500$bd00a8cO@Garland> 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


> 1625- what a great bargain also. NOS surplus can be had _ for $4.50 
> ea. 


Except I used to get them for $0.27 from Burstein-Appelbee in KC, about a 
six block bike ride from my home. Had to rewire the base to disconnect the 
cathode from the filament, so they could be used in GG amps. 


Jim W8ZR 


Message-ID: <47B76682.6040407@mindspring.com> 

Date: Sat, 16 Feb 2008 17:41:06 -0500 

From: Garey Barrell <k4oah@mindspring.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: FS: Unique Drake Service Information 

Content-Type: text/plain; charset=ISO-8859-1; format=flowed 
Content-Transfer-Encoding: 7bit 


Unique supplemental service information CDs available for the Drake 2-B 
receiver, the B and C Lines, The TR-4 and the TR-4C / Cw / CwRIT 
transceivers. 


These CDs are NOT just scans of the original manuals that were included 
with the equipment when new. 


While high resolution scans of the original manuals ARE on the CDs, what 
they really offer is high resolution color photos of the under chassis 
and individual PC boards of each unit with all parts identified and 
keyed to a parts list. This information is not available elsewhere and 
really makes a difference in servicing these units. Samples of these 
pages (at reduced resolution) and purchase information are at 
<www.k4oah.com>. 


73, Garey - K40AH 
Glen Allen, VA 


Message-ID: <000e01c870£5$215c61a0$6401a8cO@boudreaux> 
From: "David Stinson" <arc5@ix.netcom.com> 
To: Old Tube Radios <boatanchors@theporch. com> 
Subject: Re: Unique Drake Service Information 
Date: Sat, 16 Feb 2008 17:39:07 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 

format=flowed; 

charset="1is0-8859-1"; 

reply-type=response 
Content-Transfer-Encoding: 7bit 


Does anyone know if that company which was restoring Drake cabinet paint 
is still doing so, who they are and contact information? Thanks. 


Message-ID: <007d01c87116$76129e50$5ace504b@raymond> 
From: "Ray Cote" <rjcote@hawaii.rr.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: <donreaves@gmail.com> 
Subject: Re: Stinky Xcelite screwdriver handles 
Date: Sat, 16 Feb 2008 17:37:39 -1000 
MIME-Version: 1.0 
Content-Type: text/plain; 

format=flowed; 

charset="is0-8859-1"; 

reply-type=response 
Content-Transfer-Encoding: 8bit 


Most likely that is the matEriel the manufacturer had in stock and chose to 
use up the inventorie. 


Most people would not look Inside (unlike us tinkerers) 


Subject: Re: Stinky Xcelite screwdriver handles 


>1 have a lightalarms emergency light feeded with 3 6 volts gs portalac 
>connected in parallel. there are 2 lamps. the leads connecting the lamps 
>one black small copper wire for each lamp and a lot bigger white wire made 
>of aluminium. why 2 different sizes and 2 different metal. any clue. luc 
>ve2lgj 73 


Message-ID: <47BB41C7.9060602@bobkemp. com> 

Date: Tue, 19 Feb 2008 14:53:27 -0600 

From: Robert Kemp <bkemp@bobkemp.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Galaxy Repair Help 

Content-Type: multipart/mixed; 
boundary="------------ 070902060907050107060507" 


This is a multi-part message in MIME format. 

meres oSerecse: 070902060907050107060507 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Got a couple questions on a old Galaxy - any experts out there. 
IT's the GT550A model much like the GT550 if that helps any! 
Bob 

waQvrc 


eR ports 070902060907050107060507 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KR KKK KR KK KKK KK KK KK KKK KK KK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KKK KK KR KK KKK KK KKK KK KKK KKK KK 


+t + + + + + F 
+t ss + + 


SSPSS Eero 070902060907050107060507 - - 


Message-ID: <47BB523E.1080909@bobkemp. com> 
Date: Tue, 19 Feb 2008 16:03:42 -0600 
From: Robert Kemp <bkemp@bobkemp.com> 
MIME-Version: 1.0 


To: Old Tube Radios <boatanchors@theporch.com> 

Subject: 28.5 mhz crystal needed 

Content-Type: multipart/mixed; 
boundary="------------ 070603000600070105020009" 


This is a multi-part message in MIME format. 
rocetsterecse- 070603000600070105020009 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Need a 28.5 crystal from a Galaxy GT550, 550A or even the V Mark.XX 
series as I think they all used the same basic receiver scheme. 
Thanks. 

Bob 

waOvrc 


ei ge etl e 070603000600070105020009 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KR KK KK KK KK KKK KKK KK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK KK KK KR KK KKK KK KKK KK KKK KKK KK 


+t + + FF + OF 
+t + + + + + OF 


etal el cirataocia aie 070603000600070105020009- - 


Message-ID: <BAY136-DAV595AA560414509CDF1BB4F5230@phx. gb1> 

From: "RICHARD GEORGE" <k6kwq@msn.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Bama johnson Valiant 

Date: Tue, 19 Feb 2008 20:32:11 -0800 

MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="----=_NextPart_000_0054_01C87336.81716660" 


This is a multi-part message in MIME format. 


reac =_NextPart_000_0054_01C87336.81716660 

Content-Type: text/plain; 
charset="i1s0-8859-1" 

Content-Transfer-Encoding: quoted-printable 


I have tried several different computers and both Bama sites. They all = 
come back different with problems. Most all say not a adobe reader file = 
Just need schematic, can anyone help? 

Hee See =_NextPart_000_0054_01C87336.81716660 

Content-Type: text/plain; charset=us-ascii 

Content-Transfer-Encoding: 7bit 


KK KKK KK KR KK KKK KK KKK KKK KK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED-- - 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KK KK KKK KK KKK KK KKK KK KK KKK KK 


+t + + FF HF 
+ + + + FH OF 


aietaiolate =_NextPart_000_0054_01C87336.81716660- - 


From: "Brian Goldsmith" <brian.goldsmith@echo1.com.au> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Bama johnson Valiant 
Date: Wed, 20 Feb 2008 16:19:49 +1100 
Message-ID: <000601c87380$3714d760$0200a8cO@pcbriang> 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


Bae Original Message----- 
From: RICHARD GEORGE 
Subject: Bama johnson Valiant 


I have tried several different computers and both Bama sites. They all come 


back different with problems. Most all say not a adobe reader file Just 
need schematic, can anyone help? 


xxxxxDownloads perfectly here from either Bama source,it most certainly is a 
PDF file.Do you have the latest version of Adobe Reader? 


Brian G 


End of BOATANCHORS Digest 4148 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKK 


